
 
 

 
 
CRYSTAL AUGER Anchors have the lowest cost per pound of load capacity of any drywall anchor on the market with the 
fastest high-load anchor installation speed, highest load capacity of “self-drilling” auger anchors and most other anchors, 
a flexible screw length capability as the tip detaches behind the wall to allow longer screws to pass, and a patented clean 
“crystal clear” transparent aesthetic.  Crystal Auger anchors set a new benchmark for the best high-speed, high-load, 
high-performance drywall anchor available. 
 
Crystal Auger anchors are “self-boring” vs. “self-drilling”, this is why Crystal Auger Anchors can hang up to 212 lbs. (1/2" 
drywall) and 290 lbs. (5/8" drywall).  
 
That’s 2 to 8 times (2-8x) the load capacity of competitive “self-drilling” anchors. 
 
Crystal Auger’s advanced axial self-boring design enables the anchor to engage 
surrounding, undisturbed drywall more effectively. Its distinctive helical threading along 
the form of the anchor body enhances stability and delivers significantly greater load 
capacity compared to most other anchors, while still allowing for easy removal. 
 
Innovative self-boring blades positioned about one-quarter up the shaft create a precise 
axial hole for insertion. This process preserves the integrity of the surrounding wallboard, 
allowing the outer helical threads to achieve a stronger engagement and more secure hold 
in the adjacent wallboard. 
 
KEY BENEFITS INCLUDE: 
- Fastest high-load anchor installation  
- Patented “Crystal Clear” transparent anchor 
- 2-8X more load capacity than other auger style anchors 
- Lowest cost anchor per pound of load capacity  
- High load capacity – 212 lbs. (1/2” walls) and 290 lbs. (5/8” walls) 
- Use any length #8 screw – anchor tip detaches to allow longer screws to pass 
- Screws are provided with anchors 
- Self-Boring Blades protect adjacent wallboard 
- No pre-drilling 
- Easily removable 
- Easy repair 
- Made in USA 
 
Crystal Auger’s transparent design allows the surface color of 
the wall to show through the anchor and minimize visual 
impact, which can help reduce callbacks.  
 
Compatible with any length #8 screw. When longer #8 screws 
are used, the anchor tip detaches behind the wall to allow 
screw tip to pass. 
 
Crystal Auger anchors provide the speed of self-drilling auger 
anchors with 2-8X the load capacity and the lowest cost per 
pound of load capacity on the market. 
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